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Globe valve
BOACHEM-ZXA
PN:SESVK001

Globe valve to DIN/EN with flanged ends, 

body made of stainless steel, gland packing, rotating stem, 

with on/off disc or throttling plug.

Globe valve
BOA-H
PN:SESVK002

Bellows-type globe valve to DIN/EN with flanged ends, with 

on/off disc or throttling plug, standard position indicator with 

colour coding for identification of valve design, replaceable 

valve disc; bellows protected when valve is in fully open position;

 seat/disc interface made of wear and corrosion resistant chrome 

steel or chrome nickel steel.
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Gate valve
ECOLINE GT-40
PN:SESVK003

Gate valve to DIN/EN with flanged ends or butt weld ends, 

bolted bonnet, body made of cast steel, non-rotating stem, 

with flexible wedge, seat/disc interface made of wear and 

corrosion resistant 13 % chrome steel or Stellite..

Gate valve
HERA-BD
PN:SESVK004

Knife gate valve to DIN/EN with wafer-type single-piece or two-piece

 body made of nodular cast iron, bi-directional, with gland packing, 

non-rising stem, corrosion-protected by epoxy coating.
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Buttery valve
BOAX-B
PN:SESVK005

Centred-disc butterfly valve, sealed by elastomer liner 

(EPDM XC or Nitrile K), with lever, manual gearbox, 

pneumatic or electric actuator; semi-lug body (T2), 

full-lug body (T4). Body types T2 and T4 are suitable 

for downstream dismantling and dead-end service. 

alve disc made of nodular cast iron or stainless steel. 

Connections to EN..

Swing check valve
STAAL 100 AKK/AKKS
PN:SESVK006

Swing check valve to DIN/EN with flanged ends (AKK) or butt weld

 ends (AKKS), with bolted cover, internally mounted hinge pin, body

of forged or welded construction, seat/disc interface made of wear 

and corrosion resistant 17 % chrome steel or Stellite.
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Lift check valve
BOA-RVK
PN:SESVK008

Lift check valve to DIN/EN with wafer-type body, centring 

aided by the body shape, shut-off by spring-loaded plate or 

valve disc guided by three stainless steel guiding pins. 

Low-noise designs with plastic plate (DN 15 - 100) or valve 

disc with O-ring (DN 125 - 200), maintenance-free.

Ball valve
ECOLINE BLC 1000
PN:SESVK009

Ball valve to ANSI/ASME with threaded ends (NPT), butt weld or 

socket weld ends, three-piece body, full bore, floating ball. 

Plastomer sealing (also in fire-safe design).
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Ball valve
PROFIN SI3
PN:SESVK010

Ball valve to ANSI/ASME with flanged ends, threaded ends

 (BSP) or long butt weld ends, three-piece body, full bore, 

solid ball, top flange to ISO 5211, anti-static design,

blowout-proof shaft, spring-loaded shaft seal, body made 

of stainless steel.

Ball valve
PROFIN VT1
PN:SESVK011

Ball valve to ANSI/ASME with threaded ends (BSP), single-piece body, 

reduced bore, solid ball, blowout-proof shaft, body made of stainless steel.
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Strainer
BOA-S
PN:SESVK012

Strainer

BOA-S

Strainer to DIN/EN with flanged ends, with standard or fine 

screen; all nominal sizes with drain plug in the cover. 

Made of grey cast iron or nodular cast iron.

Pneumatic Control Valve
samson
PN:SESVK012
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3321-pneumatic-DIN
PNEUMATIC CONTROL VALVE
PN:SESVK014

62.7 - pneumatic - ANSI
PNEUMATIC CONTROL VALVE
PN:SESVK015
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BR 14b-HD-pneumatic-ANSI
PNEUMATIC CONTROL VALVE
PN:SESVK016

BR 14p-HD-pneumatic-ANSI
PNEUMATIC CONTROL VALVE
PN:SESVK017
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2335 - ANSI
Excess Pressure Valves
PN:SESVK018
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2406 - ANSI
Excess Pressure Valves
PN:SESVK019
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41-23 - ANSI
Pressure Reducing Valves
PN:SESVK020
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PNEUMATIC ACTUATOR
PN:SESVK021

BR 31A - 2020+
PNEUMATIC ROTARY ACTUATOR
PN:SESVK022

http://www.sealingburgmann-nig.com


www.sealingburgmann-nig.comWebsite: 

14
3273
HANDWHEEL
PN:SESVK023

3204-1
PNEUMATIC ACTUATOR ROTARY LEVER 
PN:SESVK024
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TROVIS 3730-1
ELECTROPNEUMATIC POSITIONER
PN:SESVK025

4763
ELECTROPNEUMATIC POSITIONER 
PN:SESVK026

http://www.sealingburgmann-nig.com


www.sealingburgmann-nig.comWebsite: 

16

Südmo Hygienic Buttery Valves

K 580 / K 660 / K 680
PN:SESVK027
They are used in all segments of the process industry. 
Our comprehensive valve line features both manual 
and pneumatic actuator options.

Südmo hygienic Double Block and 
Bleed Buttery Valves 
F250D/F251D
PN:SESVK028
They provide safe separation of incompatible 
uids in a compact design. By integrating two 
buttery discs and independent vent/drain
valves into a common housing, this leakage 
detection buttery valve completely isolates 
the self-draining leakage chamber with a 
single valve housing and actuator.
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